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NOTES:

1. ALL POSTS TO BE 40NB (Ø48.3 OD, 3.2 THICK) STEEL TUBE.
2. ALL HORIZONTAL RAILS TO BE ROLLED TO MATCH SHAPE OF PATH IF RADIUS IS

LESS THAN 14m.
3. BARRIER DESIGNED TO MEET RECOMMENDATIONS FOR SHARED PATH BARRIER AS

OUTLINED IN AUSTROADS GUIDE TO ROAD DESIGN PART 6A - PATHS FOR WALKING
AND CYCLING.

4. STANDARD BARRIER TO BE DESIGNED TO MEET BARRIER TYPE C3 AS/NZS
1170.1:2002 (R2016) AND AS1657:2018.

5. ALL WELDS TO BE 4mm CFW (CONTINUOUS FILLET WELDS) TO AS/NZS 1554.1.
6. PREFERRED COLD GALVANISING TREATMENT FOR IN-SITU WELDS, CUT ENDS OR

OTHER BARE STEEL TO BIN ACCORDANCE WITH AS/NZS 4680:2006 CLAUSE 8
REPAIR PROCEDURE.

7. THESE FENCES ARE INTENDED AS A PEDESTRIAN AND CYCLING BARRIER AND ARE
NOT TO BE USED IN SITUATIONS WHERE MOTOR VEHICLES REQUIRE CONSTRAINT.

8. FENCE DETAILS ARE INDICATIVE ONLY TO BE AS PER WEBFORGE OR SIMILAR
APPROVED.

9. COLOUR AS DIRECTED BY CoA REPRESENTATIVE.
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