25x25x3mm MILD STEEL ANGLE FRAME
(HOT DIPPED GALVANISED)

FINISHED FOOTPATH LEVEL

EQUAL TO PAVER DEPTH PLUS
MORTAR DEPTH OR ASPHALT
THICKNESS, TO MATCH
SURROUNDING WEARING
COURSE PAVEMENT
THICKNESS.

SUMP WALL (INSITU CONCRETE)

FIXING LUGS TO BE INSTALLED IN EACH
CORNER.

NOTE:

i

\

DRY SUMP DETAIL

300x300x6mm STEEL CHECKER PLATE COVER
(HOT DIPPED GALVANISED) WITH 10mm@
LIFTING HOLE IN THE CENTRE

REFER DRY SUMP DETAIL

STREET PROPERTY

L — — —— BOUNDARY

PIPE

COVER SUPPORT 16mm@ PLAIN ROD, 35mm LONG

WELDED TO ANGLE AT CORNERS OF FRAME, SET
DOWN 6mm FROM FINISHED SURFACE LEVEL

GAP BETWEEN UNDERSIDE OF 'L
BRACKET AND TOP OF CONCRETE TO BE
FILLED WITH CONCRETE AFTER ADJACENT
FOOTPATH PAVEMENT IS INSTALLED.

DRY SUMP NOT REQUIRED FOR PRIVATE PROPERTIES WITH WET
SYSTEMS PLACED IN PRIVATE PROPERTY ADJACENT BOUNDARY,

WHERE SURCHARGE CAN SPILL INTO PUBLIC REALM.

DRY SUMP WITH PIPE

———

p—
—— —
p—

———
————

NTS

REFER DRY SUMP DETAIL

STREET PROPERTY
BOUNDARY

CHECKER DRAIN

OUTLET CHECKER DRAIN INVERT MUST
BE EQUAL TO SUMP INVERT LEVEL

DRY SUMP WITH CHECKER DRAIN

NTS

PROPERTY CONNECTION - DRY SUMP DETAIL

CoA 358

REV

DESCRIPTION DATE

ORIGINAL ISSUE 02/23

CONSTRUCTION STANDARD

DRAIN

PROPERTY CONNECT

AGE

ION - SUMP DETAIL

CITY OF
ADELAIDE

SHEET NUMBER

DRO058

REVISION

A




	Sheets and Views
	Layout


