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REV DESCRIPTION DATE

SHEET NUMBER REVISION

BACK FLOW PREVENTION DEVICE TYPE 1A - DOUBLE CHECK VALVE - BELOW GROUND

ORIGINAL ISSUEA 07/22 CONSTRUCTION STANDARDS

LANDSCAPE
IRRIGATION

LS001 A

GENERAL NOTES:
· ALL COMPONENTS AND INSTALLATION SHALL BE

ACCORDING TO SA WATER REQUIREMENTS.
· SUPPORTS FOR BACKFLOW ASSEMBLY TO BE

PROVIDED AS REQUIRED BY SUPERINTENDENT.
· ENTIRE ASSEMBLY TO CONFORM TO AS3500.
· BACKFILL OUTSIDE OF CHAMBER WITH SAND OR

APPROVED SPOIL.
· ALLOW FOR 150mm CLEARANCE UNDER BACK FLOW

DEVICE AND 150mm EITHER SIDE.
· DETAIL RELEVANT FOR 80mmØ PIPE WORK OR LESS
· WHEN CONNECTED TO THE SA WATER 'GAP' OR

'DRINKING' WATER SYSTEM, CONTRACTOR TO
PROVIDE LILAC COLOURED FITTINGS AS REQUIRED.

· THE CONTRACTOR SHALL CAREFULLY STUDY AND
COMPARE ALL DRAWINGS, SPECIFICATIONS AND
OTHER INSTRUCTIONS.  CONTRACTOR TO NOTIFY IN
WRITING THE CITY OF ADELAIDE OF ANY
DISCREPANCIES BETWEEN THE PROJECT DRAWINGS
AND STANDARD DETAILS  FOR CLARIFICATION PRIOR
TO UNDERTAKING THE WORKS.

· CONTRACTOR TO LIAISE WITH CoA IRRIGATION
TECHNICAL OFFICER REGARDING FINAL MAINLINE
DEPTH* FROM SA WATER METER IN PARK LAND/
SQUARE PRECINCTS AND EVENT SPACES PRIOR TO
UNDERTAKING THE WORKS.
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KEYNOTE LEGEND
1. HARD DRAWN COPPER TO AS1432
2. COPPER MALE END CONNECTOR
3. DE-ZINC RESISTANT BRONZE BALL VALVE
4. BRASS NIPPLE
5. BRASS BARREL UNION FITTING - FEMALE TO FEMALE
6. BRONZE Y-STRAINER
7. DOUBLE CHECK VALVE BACK FLOW  PREVENTION

DEVICE - FEBCO 850 SERIES
8. COMPLETE WITH TEST COCKS
9. POLYETHYLENE EF SOCKET OR BRASS MALE

THREADED ADAPTOR
10. PN12.5 HDPE MAINLINE PIPEWORK
11. VALVE BOX+ (REFER TO TABLE BELOW FOR SIZING)
12. RE-LAID EXISTING SOD-CUT TURF
13. 20mm WASHED BLUE METAL GRAVEL BASE
14. 50mm HIGH  MASONRY PAVER
15. EXISTING SPOIL RE-COMPACTED AROUND BOX
16. HIGH DENSITY PLASTIC SHEETING (200uM)
17. WELDED COPPER SOCKET ADAPTOR

VALVE BOX TABLE+

32~50mm PIPE : RAINBIRD SUPERJUMBO VALVE BOX
20~25mm PIPE : RAINBIRD 1419-12 VALVE  BOX
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side of box@300mm

EXITING PIPEWORK:
HARD DRAWN
COPPER OF PN12.5
HDPE PIPEWORK

ENTERING PIPEWORK:
HARD DRAWN
COPPER OR PN12.5
HDPE PIPEWORK
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APPLICATION:
· DOUBLE CHECK VALVE : LOW TO MEDIUM HAZARD

RATING DETERMINATION.
· TO PROTECT DRINKING WATER SYSTEM FROM

CONTAMINATION.
· REQUIRED WHEN CONNECTING INTO AN SA WATER

'DRINKING' WATER SUPPLY LINE TO AN IRRIGATION
SYSTEM, WATER FEATURE OR FERTILISED WATER
INJECTION IRRIGATION SYSTEM.

· APPLICABLE TO URBAN AND PARK LAND AREAS.
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