
CODE NO. MOUNTING
HEIGHT
(metres)

TYPE
FOOTING

(metres)

OUTREACH ARM
Single or
Double

BANNER TRAFFIC
SIGNAL

(lugs) REFERENCE
STANDARD

CoA

Ground or
Flange

COLUMN 
TYPE

10.5/G/2.0/S 10.5 G S

G S T
G B

10.5/G/2.0/S/T
10.5/G/2.0/S/B

10.5
10.5

10.5/F/2.0/S/B/T
10.5/G/2.0/S/B/T

10.5
10.5 G

B

CoA 813

F

S

S
S

CoA 814
CoA 813

CoA 813
CoA 813

RIGID
RIGID
RIGID

RIGID
IMPACT ABSORBING

10.5/F/2.0/S/T 10.5 F S IMPACT ABSORBING T CoA 814
T
T

B

10.5/F/3.0/S/B/T
10.5/G/3.0/S/B/T
10.5/F/3.0/S/T
10.5/G/3.0/S/T
10.5/G/3.0/S/B
10.5/G/3.0/S

10.5
10.5

10.5

10.5

10.5
10.5

G
F

G
G
G
F

S
S

S
S
S
S

RIGID
IMPACT ABSORBING

IMPACT ABSORBING
RIGID
RIGID
RIGID

B
B

B

T
T

T
T

T
T

T
T

B
B

B

RIGID
IMPACT ABSORBING

RIGID
RIGID
RIGID

IMPACT ABSORBING
S
S

S

S
S

S

G
F

G

G
F

G

10.5
10.5

10.5

10.5
10.5

10.5
10.5/G/4.5/S/B/T
10.5/F/4.5/S/B/T

10.5/G/4.5/S
10.5/G/4.5/S/B
10.5/G/4.5/S/T
10.5/F/4.5/S/T

10.5/F/2.0/D 10.5 F D
10.5/F/3.0/D
10.5/F/4.5/D

10.5 F D
10.5 F D

CoA 817IMPACT ABSORBING
IMPACT ABSORBING
IMPACT ABSORBING

6.5/F/1.0/D 6.5 F S
6.5/F/2.0/D 6.5 F S

CoA 825ADEPOLE
ADEPOLE

9.0/F/2.0/D 9.0 F S ADEPOLE
9.0/F/3.0/D 9.0 F S ADEPOLE
9.0/F/4.5/D 9.0 F S ADEPOLE
10.5/F/2.0/D 10.5 F S ADEPOLE
10.5/F/3.0/D 10.5 F S ADEPOLE
10.5/F/4.5/D 10.5 F S ADEPOLE

CoA 817
CoA 817

CoA 813

CoA 814
CoA 813

CoA 813
CoA 813

CoA 814

CoA 813

CoA 814
CoA 813

CoA 813
CoA 813

CoA 814

CoA 825
CoA 825
CoA 825
CoA 825
CoA 825
CoA 825
CoA 8254.5

3.0
2.0
4.5
3.0
2.0
2.0
1.0

4.5
3.0

4.5

4.5
4.5

4.5

4.5
4.5

3.0
3.0
3.0
3.0

3.0
3.0

2.0

2.0

2.0
2.0

2.0

2.0

2.0

NOTES:
1. FOR FOOTING DETAILS REFER CoA 810.
2. FOR HIGH PEDESTRIAN AREAS, CONSIDER THE USE OF IMPACT ABSORBING COLUMNS.
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