
FOR CODE REFERENCES, OPTIONS, VARIABLE DIMENSIONS AND
GENERAL INFORMATION, REFER TO STANDARD CoA 802
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* NOTE DIMENSION TO BE
NOTIFIED BY MANUFACTURER

MASONRY CONCRETE
SUPPORT BLOCK

50x6 ANTI-SINK STRAP

FOOTING DETAILS SEE
STANDARD CoA 810

75W x 200H CUTOUT WITH
ROUNDED CORNERS

FINISHED GROUND LEVEL
(FOOTPATH)

PETROLATUM TAPE / ALUTAPE (50mm
ABOVE TO 150mm BELOW GROUND)

ACCESS OPENING AT 180° TO
OUTREACH ARM, REFER DETAIL

DESIGN POLE IN ACCORDANCE WITH
AS1170.2 WITH A MINIMUM BASIC
WIND SPEED FOR SERVICEABLILTY
LIMIT STATE OF 38m/S

PEDESTRIAN LUMINAIRE MASS
5kg MAX.  PROVIDE BLANK
COVER PLATE IF NOT IN USE.

42 DIA SPIGOT
100 LONG

STREET LIGHT
SAIL AREA 0.2m² MAX
MASS 10kg MAX

NOTES:
1. COLUMN TO CONFORM TO RELEVANT AUSTRALIAN

STANDARDS AND ATTACHED CoA SPECIFICATION.
2. COLUMN SHALL BE HOT DIPPED GALVANISED AND

WET PAINTED IN ACCORDANCE WITH ATTACHED CoA
SPECIFICATION.

3. FOR FOOTING DETAILS REFER TO STANDARD CoA 810.
4. LABEL REQUIREMENTS:

CORPORATION OF THE CITY OF ADELAIDE
MANUFACTURER'S NAME
CONTRACT NUMBER
MONTH/YEAR OF MANUFACTURE

PROVIDE FIXING AND
LANYARD FOR
ACCESS COVER

LABEL BEHIND COVER
FIXED TO GEAR TRAY

7mm HOLE TO SUIT M6
ALLEN KEY SOCKET HD
CAP SCREW PROVIDE
NYLON WASHER,
DIAMETER SAME SIZE AS
SCREW HEAD

ACCESS  COVER
DETAIL
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M10x45 LONG HEX BOLT
THROUGH LOWER STRAP.
WELD HEAD AT BACK OF
STRAP.  COMPLETE WITH
2 GALVANIZED NUTS.

COVER

SECTION  X-X
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LIGHTING & ELECTRICAL
7.0m COLUMN

LE018 A

CoA 818
7.0m COLUMN


