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REFER TO STRUCTURAL
ENGINEER FOR
BESPOKE FOOTING

REFER TO STRUCTURAL
ENGINEER FOR
BESPOKE FOOTING

OPTIONAL SOLID BANNER
1200W x 2500L
25kg MAX
(BY OTHERS)

OPTIONAL SOLID BANNER
1200W x 2500L
25kg MAX
(BY OTHERS)

REFER TO MFP SYSTEMS OR APPROVED ALTERNATIVE
FOR OPTIONS AND ENGINEERING DETAILS

STREET LIGHT
SAIL AREA 0.26m² MAX
MASS 14kg MAX

STREET LIGHT
SAIL AREA 0.26m² MAX
MASS 14kg MAX

STREET LIGHT
SAIL AREA 0.2m² MAX
MASS 10kg MAX

PEDESTRIAN LUMINAIRE
SAIL AREA 0.1m² MAX
MASS 5kg MAX

PEDESTRIAN LUMINAIRE
SAIL AREA 0.1m² MAX
MASS 5kg MAX

10.5m ELEVATION9.0m ELEVATION6.5m ELEVATION

REFER TO STRUCTURAL
ENGINEER FOR
BESPOKE FOOTING

REV DESCRIPTION DATE

SHEET NUMBER REVISION

A ORIGINAL ISSUE 10/22 CONSTRUCTION STANDARD

LIGHTING & ELECTRICAL
MULTIFUNCTION "ADEPOLE"
6.5m, 9.0m & 10.5m COLUMNS LE025 A

CoA 825
MULTIFUNCTION "ADEPOLE"


