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LUMINAIRE

CLEAT FOR FLEXIBLE POWER CABLE (IF
REQUIRED). FOR DRAWING DETAILS SEE
STANDARD CoA 835

P.E. CELL. FOR DETAILS SEE
STANDARD CoA 835

CAST ALUMINIUM OCTAGONAL BASE TO FIT
AROUND COLUMN. FOR DETAILS SEE
STANDARD CoA 836

REFER TO "ENLARGEMENT AT GROUND
LEVEL (FOOTPATH)

FOOTING DETAILS SEE STANDARD CoA 810
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PETROLATUM DENSO TAPE / ALUTAPE
(50mm ABOVE GROUND TO 150mm BELOW
GROUND)

CEREMONIAL  LIGHT

MASONRY BASE
SUPPORT BLOCK

DESIGN POLE IN ACCORDANCE WITH
AS1170.2 WITH A MINIMUM BASIC WIND
SPEED FOR SERVICEABLILTY LIMIT STATE
OF 38m/S

CUT OUT FOR CABLE ENTRY

ACCESS OPENING
IN COLUMN

GALVANIZED STEEL
OCTAGONAL COLUMN
PAINTED AS SPECIFIED

* NOTE DIMENSION TO BE
NOTIFIED BY MANUFACTURER

25 50

GROUND
LEVEL

ENLARGEMENT AT FINISHED
GROUND LEVEL

CORPORATION OF THE CITY OF ADELAIDE
MANUFACTURER'S NAME
CONTRACT NUMBER
MONTH/YEAR OF MANUFACTURE

NOTES:
1. COLUMN TO CONFORM TO RELEVANT

AUSTRALIAN STANDARDS AND ATTACHED CoA
SPECIFICATION.

2. COLUMN SHALL BE HOT DIPPED GALVANIZED
AND WET PAINTED IN ACCORDANCE WITH
ATTACHED CoA SPECIFICATION.

3. PAINT FINISH - DULUX OYSTER REFER
PAINTING SPECIFICATION FOR APPLICATION

4. POLE IDENTIFICATION LABEL REQUIREMENTS:

REV DESCRIPTION DATE

SHEET NUMBER REVISION

A ORIGINAL ISSUE 10/22 CONSTRUCTION STANDARD

LIGHTING & ELECTRICAL
3.5m POST TOP - CEREMONIAL COLUMN

MAINTENANCE REFERENCE ONLY LE034 A

CoA 834
3.5m POST TOP - CEREMONIAL COLUMN - MAINTENANCE REFERENCE ONLY


