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ALUTAPE (50mm ABOVE GROUND
TO 150mm BELOW GROUND)
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DESIGN POLE IN ACCORDANCE WITH
AS1170.2 WITH A MINIMUM BASIC WIND
SPEED FOR SERVICEABLILTY LIMIT STATE
OF 38m/S

50x6 THICK
ANTI-SINK STRAP

50Wx150H CUT-OUT TO
REAR OF COLUMN FOR
CABLE ENTRY

GROUND LEVEL

REFER TO
"ENLARGEMENT AT
ACCESS OPENING"

P.E.CELL (WHERE
SPECIFIED)

CLEAT TO REAR OF
COLUMN FABRICATED
FROM 10 Ø ROD
(WHERE SPECIFIED)

4 off M10x30 LONG
THREADED STUDS

* DIMENSION TO BE NOTIFIED
BY MANUFACTURER

LIGHT COLUMN

25
0

LABEL BEHIND COVER
FIXED TO REAR OF
ACCESS DOOR. FOR
DETAILS SEE
STANDARD CoA 834 5

TAP M10 HOLES

25x6 STRAP FOR GEAR TRAY

M6 TAPPED HOLE TO SUIT DOOR
SCREW

7mm HOLE TO SUIT M6
S/S ALLEN KEY SOCKET
HD CAP SCREW.
PROVIDE NYLON
WASHER SAME SIZE AS
SCREW HEAD

CLEAR OPENING 350x120
NOMINAL (COVER REMOVED)

ENLARGEMENT AT
ACCESS OPENING

ACCESS COVER DETAIL
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CLEAT AND RECESS DETAILS

R55 studs

P.E. CELL
(WHERE SPECIFIED)

50
10

0

CLEAT TO REAR OF
COLUMN FABRICATED
FROM 10Ø ROD

FULLY WELDED RECESS TO
REAR OF COLUMN WITH
CUT-OUT TO ACCEPT "NILSEN
RC315M" SWITCHED POWER
OUTLET.  SUPPLIED WITH
GASKETED BLANKING PLATE

50Ø HOLE IN TOP PLATE

30

M10 x45 LONG HEX BOLT
THROUGH LOWER STRAP,
WELDED IN PLACE (THREAD
TO BE RE-CUT AFTER
GALVANIZING). COMPLETE
WITH 2 GALVANIZED NUTS.

SECTION X-X

CLEAR OPENING
350x120 NOMINAL
(COVER REMOVED)
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