
PROVIDE 150mm CONCRETE RING FOR GARDEN
BED / LANDSCAPE INSTALLATIONS.

INSTALLATION BLOCKOUT
AS PER MANUFACTURERS

RECOMMENDATIONS

IP68 LOOP IN LOOP OUT CONNECTOR. LOCATE
INGROUND ADJACENT LUMINAIRE CASING.

PROVIDE MINIMUM 600x600x600 GRAVEL
BEDDING COMPACTED TO CIVIL
ENGINEERING REQUIREMENTS TO
ENSURE NO SUBSIDENCE WILL OCCUR.

MASONRY BASE SUPPORT BLOCK.
ENSURE LUMINAIRE IS ADEQUATELY

SUPPORTED TO ENSURE NO SUBSIDENCE /
TRIP HAZARDS RESULT.

PROVIDE AT LEAST 2m OF TAIL TO ENABLE
WITHDRAWAL OF LUMINAIRE FOR

MAINTENANCE PURPOSES.

40Ø HD UPVC ORANGE CONDUIT TO NEXT LUMINAIRE40Ø HD UPVC ORANGE CONDUIT
TO NEXT LUMINAIRE

INGROUND UPLIGHT
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LIGHTING & ELECTRICAL
INGROUND UPLIGHT

STREETS / PARK LANDS LE050 A

CoA 850
INGROUND UPLIGHT - STREETS / PARK LANDS

NOTE:
1. ENSURE INSTALLATION MEETS

ALL MANUFACTURERS DETAILS
TO MAINTAIN WARRANTIES.


