
PROVIDE 1m LOOP OF CABLE
(2c + E ORANGE CIRCULAR)

TO LUMINAIRE

TO FUSE PIT
ADJACENT COLUMN

SINGLE LUMINAIRE DOUBLE LUMINAIRE

MINIMUM 2mm
THICK INSULATED

BRASS EARTH STUD ON
GEAR TRAY

EARTH BONDING
CONDUCTOR

PERMANENT BRADY ALL
WEATHER VINYL LABELS
FOR EACH MCB

GALVANISED GEAR TRAY

2c + E ORANGE
CIRCULAR CABLE
TO LUMINAIRE

TO LUMINAIRES

BRASS EARTH STUD ON
GEAR TRAY

EARTH BONDING
CONDUCTOR

GALVANISED GEAR TRAY

CABLE TIES

CABLE GLAND FOR
ADDITIONAL CIRCUIT
(IF REQUIRED)

1x CIRCULAR
CABLE PER TOP
CABLE GLAND

TO FUSE PIT
ADJACENT COLUMN

MINIMUM 2mm
THICK INSULATED

2c + E ORANGE
CIRCULAR CABLE TO
EACH LUMINAIRE

CABLE GLAND FOR
ADDITIONAL CIRCUIT
(IF REQUIRED)

1x CIRCULAR
CABLE PER TOP
CABLE GLAND

PERMANENT BRADY ALL
WEATHER VINYL LABELS
FOR EACH MCB

4 POLE WEATHERPROOF
SURFACE MOUNT MCB
ENCLOSURE IPD W66CB4X
OR CLIPSAL 56CB4N

4 POLE WEATHERPROOF
SURFACE MOUNT MCB
ENCLOSURE IPD W66CB4X
OR CLIPSAL 56CB4N

COLUMN
EARTHING BOLT

COLUMN
EARTHING BOLT

PROVIDE 1m LOOP OF CABLE
(2c + E ORANGE CIRCULAR)

TYPICAL WIRING LAYOUT

IP RATING TO BE
IP56 MINIMUM

IP RATING TO BE
IP56 MINIMUM

REV DESCRIPTION DATE

SHEET NUMBER REVISION

A ORIGINAL ISSUE 10/22 CONSTRUCTION STANDARD

LIGHTING & ELECTRICAL
LIGHTING COLUMN WIRING

LE052 A

CoA 852
LIGHTING COLUMN WIRING

NOTES:
1. MINIMUM 120mm DEPTH REQUIRED BEHIND

ACCESS COVER. FOR RETROFIT APPLICATIONS,
UTILISE A FUSED TERMINAL BLOCK "CLIPSAL
BP504" WHERE DEPTH IS INSUFFICIENT.

2. MINIMUM 10KA FAULT CURRENT CIRCUIT
BREAKERS TO BE USED IN CITY OF ADELAIDE.


