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CoA UNDERGROUND
ELECTRICAL ENCLOSURE CAST
IRON PIT LID AND FRAME
REFER TO CoA 859 & CoA 860

3

FROM CoA PUBLIC LIGHTING
OR SAPN UTILITIES SERVICE
POINT - SUBMERSIBLE FUSE.
(AS APPROPRIATE).

CoA UNDERGROUND ELECTRICAL ENCLOSURE
REFER TO CoA 856 & CoA 857

PROVIDE ENGRAVED STAINLESS
STEEL TAG IDENTIFYING SUPPLY
POINT FIXED TO HANDLE WITH
STAINLESS STEEL TIES.

ACCESSIBLE 16 Ø  x 1200 LONG STAINLESS
STEEL EARTH STAKE IN NATURAL GROUND.
SEAL CONNECTION WITH 'DENSO' TAPE.

METAL LID FOR 300 SLEEVE.  'SAPN'
LETTERING TO BE REMOVED.

SAPN TYPE SECURING BOLTS

FIX CHAIN/WIRE TO SUSPEND UNDERGROUND ELECTRICAL
ENCLOSURE 100mm BELOW METAL LID

TO ADJACENT LIGHT POLE
TO NEXT FUSE PIT (IF APPROPRIATE)

PROVIDE 150mm REINFORCED CONCRETE
SURROUND WHEN INSTALLED IN GARDEN
BEDS / LANDSCAPED AREAS

225 Ø NOM. SAPN TYPE
FIBRE CEMENT SLEEVE

PROVIDE APPROX. 1.0m SLACK CABLE

CONCRETE BLOCKS OR
100mm QUARRY RUBBLE
TO SUPPORT SLEEVE

NEOPRENE O RING TO PROVIDE SEAL SIZE
TO SUIT POD CASING FLANGE WIDTH

CONDUIT TO SWEEP 
DOWN TO PIT

FUSE PIT

CONDUIT ROUTE IN FOOTPATH
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1000 MIN. 1000 MIN.

GROUND LEVEL

METAL LID FOR 300 Ø SLEEVE
225 Ø NOM. FIBRE CEMENT SLEEVE

DESCRIPTION

4 RA 5487
5 RA 5476

ITEM STOCK 
NO. NO.

SAPN
SAPN

SUPPLIER

3
2 UNDERGROUND ELECTRICAL ENCLOSURE
1 RA 5473 SECURING BOLTS FOR METAL COVER SAPN

UNDERGROUND ELECTRICAL ENCLOSURE COVER
ACRILIX PLASTICS PTY LTD
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