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FOOTPATH
(CoA & SAPN ELECTRICAL DUCTS)

600 (NOM) WITH SAPN DUCTS
300 (NOM) WITHOUT SAPN DUCTS

BED IN SAND MINIMUM
50mm DEPTH

SAPN DUCTS,
100 Ø (TYPICAL)

BED IN SAND (TYPICAL)

CoA SPARE 80Ø (TYPICAL)
ORANGE HD UPVC

CoA PUBLIC LIGHTING
40 Ø (TYPICAL) ORANGE HD UPVC

CoA WHITE COMMUNICATIONS
DUCTS 100 Ø (TYPICAL)

CoA ORANGE ELECTRICAL
MARKER TAPE @ 50% COVER

CoA WHITE COMMUNICATIONS
MARKER TAPE @ 50% COVER

GROUND LEVEL

BACK FILL MATERIAL
REFER ATTACHED
CoA SPECIFICATION
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600 (NOM)

50

ROADWAY
(CoA & SAPN ELECTRICAL DUCTS)

BED IN SAND MINIMUM
50mm DEPTH

SAPN UTILITIES DUCTS,
100 Ø (TYPICAL)

BED IN SAND (TYPICAL)

CoA SPARE 80Ø (TYPICAL) FOR
TRAFFIC LIGHT USE IF REQUIRED.

CoA PUBLIC LIGHTING
40 Ø (TYPICAL)

CoA WHITE COMMUNICATIONS
DUCTS 100 Ø (TYPICAL)

CoA ORANGE ELECTRICAL
MARKER TAPE @ 50% COVER

CoA WHITE COMMUNICATIONS
MARKER TAPE @ 50% COVER

GROUND LEVEL

BACK FILL MATERIAL
REFER ATTACHED
CoA SPECIFICATION
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0 
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R

NOTES:
1. COORDINATE DUCTING REQUIREMENTS WITH

ALL SERVICE AUTHORITIES.
2. MAINTAIN SEGREGATION TO EXISTING

AND PROPOSED SERVICES.
3. ALL SPARE CONDUITS TO BE TERMINATED,

CAPPED & FITTED WITH POLYPROPYLENE DRAW
WIRE.

4. PROVIDE SPARE CoA COMMUNICATIONS DUCT
WITHIN COMMON TRENCH FOR FUTURE CCTV
NETWORK COVERAGE.
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