APPROX. 700mm

WEATHER LIP TO FRONT

APPROX. 1800mm
(MIN 1400mm - MAX 2100mm

EDGE OF BOARD TILTED TO

RETAILER METERING
& SERVICE FUSES

REAR TO ENSURE WATER
RUNOFF

PAD LOCKABLE

SWING HANDLE WITH
MTR CM PADLOCK

ADJUSTABLE
TEMPERATURE

CONTROLLED
VENTILATION FAN.

PAD LOCKABLE

SWING HANDLE WITH
MTR PADLOCK
LOCKABLE

EVENTS POWER

CABLE ACCESS
N BOTTOM-MOUNTED
FILTERED INLETS TO SIDE OF
S= ENCLOSURE.
SEALED GLAND PLATE WITH

™

GENERAL
DISTRIBUTION
CABLE
ZONE

T CABLE GLANDS AT BOTTOM
OF SWITCHBOARD

PLINTH LEVEL TO SIT ABOVE
/_FINISHED GROUND LEVEL

NOTES:

L g

x PIT FOR CABLE ENTRY
AND EXIT ACCESS FROM

FINISHED GROUND LEVEL
_—FINISHED GROU

X

GROUT FILL GAPS AROUND
PLINTH IF UNLEVEL

BENEATH MSB

MAIN SWITCHBOARD ELEVATION

NOT TO SCALE

1. SWITCHBOARD COLOUR: CoA TO CONFIRM SWITCHBOARD COLOUR

2 PROVIDE SWITCHBOARD SHOP DRAWING FOR APPROVAL

3. PROVIDE PERMANENT SWITCHBOARD LABELS

4. PROVIDE TYPED LEGEND CARD.

5 WGA PAINT SPEC TO BE USED IN PARKLANDS WITH IRRIGATION
AND/OR GAP (GLENELG TO ADELAIDE PARKLANDS) WATER.

SAPN SERVICE POINT

CONSUMER MAINS

[ MAIN SWITCHBOARD ' ' ' R ¥

N

L

© SAPN SERVICE FUSES
100A, 400V, 50Hz, 30, IP56, Ij/_
FORM 1, 25kA FOR 1sec

==

: 100A
| SETT
: 80A

I/—SEALED AND LOCKABLE MAIN SWITCH

RETAILER METER

POWERLOGIC PM5500
METER AND MODEM

DISTRIBUTION SECTION

Size to suit (minimum 36‘\Nays) - 250A Chassis‘

i R

> —Oj?x—ko

%

MR AR AR A
I

28%5ATED fl\ fl\ !
0-60° A
LIMIT '
SWITCH ggﬁ' Ventilation | |
fan I
LED 3x 15A & 1x 32A
EVENT OUTLETS

[ ]

TO %O O (e

L MAIN EARTH PIT AND EARTH ELECTRODE.
EARTH STAKE TO BE BELOW GROUND
LEVEL IN APPROVED PIT FLUSH WITH

BRUSHED GROUND LEVEL. SINGLE LINE DIAGRAM

EARTH PIT TO BE SECURED WITH
CONCRETE SURROUND.

NOT TO SCALE

MAIN SWITCH BOARD - 100Amp

CoA 880

PEDESTRIAN STREET FEATURE UPLIGHTING
LIGHTING LIGHTING LIGHTING LIGHTING

—

AN
|

MINIATURE PE CELL
LOCATED ON SIDE OF
LEFT SIDE OF
ENCLOSURE AWAY FROM
ON COMING TRAFFIC
AND ADJACENT STREET
LIGHTS)

NOTE:

PE CELLS ARE NOW ON
ALL CoA LIGHTS, PE CELL
ON BOARD ONLY IF
RENEWING AN EXISTING
BOARD WITH ONE.

2 CH DIN-RAIL
MOUNTED DIGITAL
TIME-CLOCK
(HAGER) WITH
CONTACTOR
CONTROLS

\ ADDITIONAL

CIRCUITS AS
REQUIRED.
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CONSTRUCTION STANDARD
LIGHTING & ELECTRICAL

MAIN SWITCH BOARD
100Amp

CITY OF
ADELAIDE

SHEET NUMBER

LEO80 A
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