
MAIN SWITCHBOARD (MSB) ELEVATION
NOT TO SCALE

NOTES:
1. SWITCHBOARD COLOUR:  CoA TO CONFIRM

SWITCHBOARD COLOUR
2. PROVIDE SWITCHBOARD SHOP DRAWING FOR APPROVAL
3. PROVIDE PERMANENT SWITCHBOARD LABELS
4. PROVIDE TYPED LEGEND CARD.
5. WGA PAINT SPEC TO BE USED IN PARKLANDS WITH

IRRIGATION AND/OR GAP (GLENELG TO ADELAIDE
PARKLANDS) WATER.
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MAIN SWITCHBOARD
250A OR 400A, 400V, 50Hz, 3Ø, IP56,
FORM 3bih, 25kA FOR 1sec
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MAIN EARTH PIT AND EARTH ELECTRODE.
EARTH STAKE TO BE BELOW GROUND
LEVEL IN APPROVED PIT FLUSH WITH
BRUSHED GROUND LEVEL.
EARTH PIT TO BE SECURED WITH
CONCRETE SURROUND.
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LIGHTING & ELECTRICAL
MAIN SWITCH BOARD

250Amp / 400Amp LE081 A
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MAIN SWITCH BOARD - 250Amp / 400Amp
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