
Standard Paver Joint Details 2 - Rigid Base

3.5mm WIDE SAW CUT TO 13 TO 14
OF SLAB THICKNESS (T). PRIME
& SEAL WITH HIGH
PERFORMANCE SILYL
MODIFIED POLYMER SEALANT.

DRILL INTO EXISTING SLAB &
EPOXY GROUT 400mm LONG
GALVANIZED N16 TIE BARS AT
300mm CRS. MAX.-CENTRALLY

FOAM FILLER JOINT STRIP &
SEALANT OVER CONTRACTION
JOINT WHEN BOUND STONE
PAVERS INSTALLED OVER

200200

WEARING SURFACE
ACCORDING TO CoA FOOTPATH
CONSTRUCTION STANDARDS

PAVEMENT ACCORDING TO CoA
FOOTPATH CONSTRUCTION
STANDARDS

DETAIL 'A'
CoA 422

BOND BREAKING COMPOUND
TO EXPOSED TIE BAR PRIOR
TO SLAB POUR 2

END CAP REQUIRED FOR
EXPANSION

EXISTING SLAB SLAB POUR

PAVEMENT ACCORDING TO CoA
FOOTPATH CONSTRUCTION
STANDARDS

T

PROVIDE COMPATIBLE
CONSTRUCTION ADHESIVE TO
FACE OF SLAB 1 TO HOLD
FILLER STRIP IN PLACE

ENSURE EVERY SECOND MESH
BAR TO BE CUT & REMOVED
DIRECTLY BELOW SAW CUT

CoA 425
EXPANSION/CONSTRUCTION JOINT - REINSTATEMENT WORKS ONLY
SCALE 1:10 @ A4

CoA 426
CONTRACTION JOINT
SCALE 1:10 @ A4
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PAVEMENTS

JOINT DETAILS 2 - RIGID BASE PV013 A

BASE CRACK-INDUCER
ACCURATELY PLACED TO
MIRROR LOCATION OF
EACH SAW CUT

DETAIL 'A'
CoA 422

WEARING SURFACE
ACCORDING TO CoA FOOTPATH
CONSTRUCTION STANDARDS


