
Standard Paver Joint Details 3 - Cement Treated Base

EXISTING PAVEMENT SURFACE

RESTORE EXISTING PAVEMENT
TO MATCH NEW LEVELS AFTER
NEW PAVERS INSTALLED

SAWCUT (ASPHALT ONLY)

WEARING SURFACE
ACCORDING TO CoA FOOTPATH
CONSTRUCTION STANDARDS

CEMENT-TREATED PAVEMENT
ACCORDING TO CoA FOOTPATH
CONSTRUCTION STANDARDS

BUILDING/PROPERTY LINE

WEARING SURFACE
ACCORDING TO CoA FOOTPATH
CONSTRUCTION STANDARDS

CEMENT-TREATED PAVEMENT
ACCORDING TO CoA FOOTPATH
CONSTRUCTION STANDARDS KERB & WATERTABLE

ACCORDING TO CoA CIVIL
STANDARDS

WEARING SURFACE
ACCORDING TO CoA FOOTPATH
CONSTRUCTION STANDARDS

DETAIL 'A'

600 - TYP.
NTSCEMENT-TREATED PAVEMENT

ACCORDING TO CoA FOOTPATH
CONSTRUCTION STANDARDS

EXPANSION/CONTRACTION
JOINT OVER CEMENT-TREATED
PAVEMENT- REFER TO DETAIL 'A'

CoA 422

APPROVED CLOSED CELL
POLYETHYLENE FOAM FILLER
STRIP (RIGID) TO DEPTH OF
PAVER & BEDDING LAYERS TO
INTERMEDIATE JOINTS

DETAIL 'A'

APPROVED CLOSED CELL
POLYETHYLENE FOAM FILLER
STRIP (RIGID) TO DEPTH OF
PAVER, BEDDING & PAVEMENT
BASEMENT LAYERS

PROVIDE COMPATIBLE
CONSTRUCTION ADHESIVE TO
FACE OF BUILDING TO HOLD
FILLER STRIP IN PLACE

PROVIDE COMPATIBLE
CONSTRUCTION ADHESIVE TO
INSIDE FACE OF KERB TO HOLD
FILLER STRIP IN PLACE

APPROVED CLOSED CELL
POLYETHYLENE FOAM FILLER
STRIP (RIGID) TO DEPTH OF
PAVER, BEDDING & PAVEMENT
BASEMENT LAYERS
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PAVEMENTS

JOINT DETAILS 3 - CEMENT TREATED BASE PV014 A

CoA 428
BUILDING/PROPERTY LINE INTERFACE
SCALE 1:10 @ A4

CoA 429
BACK OF KERB LINE INTERFACE
SCALE 1:10 @ A4

CoA 430
EXISTING PAVEMENT INTERFACE
SCALE 1:10 @ A4

CoA 422


