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FOOTING HOLE CENTRES
1600

FOOTING HOLE
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FOOTING HOLE CENTRES
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BRASS FERRULE HEADS EXPOSED

POLISHED CAST BRONZE ARMREST
JOINED TO LEG WITH SILICONE

2off 50mm x 10mm GALVANISED
STEEL BRACKETS

GRUB SCREW (BEHIND) TO SECURE
SEAT LEG TO ROD (ROD BY INSTALLER)

POLISHED CAST ALUMINIUM LEG

50 x 10mm GALVANISED STEEL
FLAT STRAP BOLTED TO LEGS

WITH SECURITY BOLTS

POLISHED CAST BRONZE ARMREST
JOINED TO LEG WITH SILICONE

KILN DRIED SELECTED JARRAH
CLEAR FINISH AS SPECIFIED

CUT AWAY VIEW
OF LEG FIXINGS

FOOT FIXINGS
SEE DETAILS

FRONT ELEVATION
SCALE 1:20

END ELEVATION
SCALE 1:20

TOP VIEW
SCALE 1:20

LEG - INSIDE VIEW
SCALE 1:20

SECTION THROUGH FOOT SHOWING
CONNECTION DETAIL TO GROUND
FOR FRONT AND REAR FEET.

100Ø NOM.

300

PAVING
DEPTH

55 FRONT
35 REAR

100

200

FOOT

M6 GRUB SCREW

M12 GALVANISED MS. THREADED ROD

PAVING FINISH

CHEMICAL INJECTION SYSTEM
EG. HILTI OR APPROVED EQUIVALENT

CONCRETE PAD OR CEMENT
STABALISED QUARRY RUBBLE

14Ø HOLE

FOOT - FIXING DETAIL
SCALE 1:5
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