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POLISHED BRONZE/ALUMINIUM
TOP SECTION

POLISHED BRONZE/ALUMINIUM
TOP SECTION

GALVANISED WOVEN WIRE MESH,
POWDERCOATED 'DULUX

CHARCOAL METALLIC GLOSS
18796' OR EQUIVALENT.

DOOR OPENS, FOR FIXING
AND BIN REMOVAL.

ADJUSTABLE LEVELLING FEET

FIXINGS - SEE DETAIL

GALVANISED MILD STEEL
INTERNAL ANGLE FRAME

POLISHED BRONZE/ALUMINIUM
TOP SECTION

FIXING BRACKETS

DOOR IN OPEN POSITION

CHAIN FROM BIN FRAME TO
DOOR, SCREWED INTO PLACE

BUDGET LOCK

FIXINGS

GALVANISED MILD STEEL
INTERNAL ANGLE FRAME

100Ø nom.

300

PAVING
DEPTH

30

100

200

10Ø HOLE

CONCRETE PAD, OR CEMENT
STABILISED QUARRY RUBBLE

CHEMICAL INJECTION SYSTEM,
AS HILTI, OR EQUAL APPROVED.

PAVING FINISH INCLUDING BED.

M8 GALVINISED MS.
THREADED ROD

FIXING BRACKET

FIXING DETAIL
SCALE 1:5
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