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1. PROVIDE ALL WORKS IN ACCORDANCE WITH ACC SPECIFICATION. ACC 408 PUBLIC LIGHTING CONDUIT . X —X ’t";TTTAE'-R'h'\ID FTORB3£0RSEkAEE\\//EEE-) ETSA
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REFER DETAIL A. PERMANENT METAL TAG ’ FIX CHAIN/'WIRE TO
3. EQUIPMENT LOCATIONS ARE INDICATIVE ONLY. MARK THE PROPOSED ETSA SERVICE PIT SP O SP @ ON ENCLOSURE HANDLE SUSPEND UNDERGROUND
LOCATION OF ALL LIGHT FITTINGS FOR APPROVAL ON SITE BY THE ACC 10.5m LIGHTING COLUMN WITH 3.0m OUTREACH AND TO MEET ACC SPEC ELECTRICAL ENCLOSURE
SUPERINTENDENT AND ASSET MANAGER - LIGHT AND ELECTRICAL PRIOR TO REVERSE FACING PIGGYBACK PEDESTRIAN LUMINAIRE WITH REQUIREMENTS. 100mm BELOW METAL LID.
INSTALLATION. COORDINATE FINAL LOCATIONS ON SITE WITH EXISTING O0m OUTREACH. ROADWAY LUMINAIRE TYPE 200W LED
SERVICES TO ACC APPROVAL. SATELLITE 96M 600mA EUL. PEDESTRIAN LUMINAIRE TYPE ®o—0A 2250 NOM. ETSA TYPE \ ENGLOSURE.
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4. SURVEY EXTENT OF WORKS PRIOR TO TENDER. AGL ON PEDESTRIAN SIDE. REFER DETAIL B. REFER TO ACC STANDARD
PROVIDE APPROX. LT 310-02 (DWG C-ES-133-03)
5. THE DETAILS INDICATED ON THIS DRAWING ARE EXTRACTED FROM ACC GIS EXISTING LUMINAIRE AND POLE TO REMAIN. o—C0O () 1.0m SLACK CABLE
DATA AND SHOULD BE TAKEN AS INDICATIVE ONLY. TAKE ALL \ 16@ x 1300 LONG STAINLESS
MEASUREMENTS FROM SITE AND CONFIRM LOCATIONS OF LIGHTS, PITS, DENOTES WORK REQUIRED UNDER THIS CONTRACT NOTES CONCRETE BLOCKS OR STEEL EARTH STAKE. SEAL
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6. COMPLY WITH REQUIREMENTS OF ALL ACC C-ES SERIES CONSTRUCTION v — [TO ADJACENT LIGHT POLE |
STANDARDS DRAWINGS - URBAN ELEMENTS GUIDELINES. (402 CONDUIT | —— 4  ——[40Q CONDUIT TO NEXT FUSE PIT |
7. TYPICALLY LOCATE FITTINGS 700 FROM BACK OF KERB. FINAL LOCATION OF CORRUGATED CONDUIT
FITTINGS TO BE DETERMINED ON SITE TO ACC APPROVAL. CONNECGTIONS INTO CONDUITS
8. REINSTATE ALL SURFACES TO PRIOR CONDITION OR BETTER. DETAIL A - MSB PIT ENCLOSURE
9. PROVIDE PERMANENT LABELS PERMANENT MOUNTED ON THE LIGHT FITTING NOT TO SCALE
MOUNTING (COVERS) TO IDENTIFY THE FUSE PIT SUPPLYING THE FITTING.
10. CONDUCT “DIAL-BEFORE-YOU-DIG” , ENGAGE ALL UTILITIES & AUTHORITIES BACK FILL MATERIAL = ACK FILL MATERIAL
AND TRACE EXISTING SERVICES BEFORE COMMENCING WORK ON SITE. TO ACC SPECIEICATION 70 ACC SPECIFICATION
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